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CLASS B CONCRETE — T[=,. 3™ M
12"DIA.
63 "MAX # "
3‘ 214" x 33" WALL
‘ GALV. TUBE
[ J
31" DIA.x 7" WALL x 8" LG.
\ GALV.TUBE—-GALVANEZE ASTM A 153
- T COPE ONE END AND FILLET WELD
< n COAT WELD WITH ZINC RICH PAINT
i
[
\ 38" DRILL THRU
|
T BRACKET
60"
234" x ¥3" WALL GALV STEEL TUBE

TUBULAR STEEL POSTS (P4)
(WITH SLIPBASE)
(SINGLE OR DOUBLE POST)

T—A—fslGN WIDTHA———T

//SNTYP

20, i7"
y

14 I l
]

SIGN HEIGHT

2 MAX
SPACING

* !

4’ =3"MIN

USE “Z"” BAR
T OR U BRAKETS
FOR SIGN WIDTH

7'-0"MIN URBAN MOUNTING HEIGHT

6’ —0"RURAL MOUNTING HEIGHT

37

AND WIDER.

— SLIPBASE
CASTING

60 "MAX

U BRACKET

24" STAINLESS BOLTS

BAR

— LAAAfG”TYP ALL SIDES

2 \/2//

L ]
214"

“Z" BAR — ASTM B 221-6061T6

152" LONG x BEND AS SHOWN

3.," DIA. x '/¢” WALL x 8" LG.

A 513 DOM TUBING GALVANIZE ASTM A 153
COPE ONE END FILLET WELD

COAT WELD WITH ZINC RICH PAINT

\\¥4*9/14”DRILL THRU

EXTEND T AND U BRACKETS
TO 2” SHORT OF THE EDGE
OF THE PANEL.

STANDARD
PIPE SI17E A B C D E F G K L R1 R2
2 334 | 234 | 1y 1178 1o Y6 1 2Wg | 1Tsp | 17 | 1%
217, 4lsy 3oy 2 1174 ) g 1 336 | 11952 | 1l | 1T
DIMENSIONS FOR MOUNTING CLAMP
DIRECTION
OF TRAVEL U-BOLT
I, U-BOLT TO BE MADE IN ACCORDANCE
* géNwiﬁtﬁﬂ&ﬂiﬁ 4 RADIUS /170 STANDARD MANUFACTURING
BEF ORE PROCEDURE. %" OR *3¢” DIAMETER
STOCK IS PERMISSIBLE. AMERICAN

STANDARD REGULAR SEMI-FINISHED

3" THICKNESS
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GALVANIZING“\
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33/ fe—
SLIPBASE CASTING
TUBULAR

274" DIA.
STEEL PO
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POST
LE 80 ('/4")

ALVANIZED STEEL
LIPBASE CASTING
STM A 536

VANIZED STEEL

SHAFT LOCKING COLLAR
(FASTEN TO THE BOTTOM

POST TO HOLD
PBASE IN PLACE)

30 GA. STEEL BOLT
RETAINING PLATE

ASTM A 563, G-90
COATING
®
(=)
Ve X 2le HEX BOLT HOLEs FOR DRAINAGE

TORQUE-40 ft-Ibs.

3"D1
STUB
HOT

AND AIR ESCAPE

A.SCHEDULE 40
PIPE, 36”LONG,
DIP GALVANIZED

TYPICAL ASSEMBLY

SLIPBASE STUB POST

HEX NUTS AND LOCKWASHERS.

5"
18 THREAD

PIPE CLAMP CASTING

PIPE CLAMP CASTING: ASTM B26 OR B108
ALUMINUM ALLQOY A444.00-T4 OR 356.0-F.
SIGN MOUNTING CLAMP PARTS NOT MADE

FROM ALUMINUM: GALVANIZED IN CONFORMANCE
WITH ASTM A 153 OR STAINLESS STEEL.
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6" R

SLOT TO HOLD HEAD OF
34" HEX HEAD BOLT.
BOLT:1'4” LONG WITH FULL
THREADS, A MINIMUM WASHER,
AND GALVANIZED STEEL OR
ALUMINUM SELF-LOCKING HEX
HEAD NUT. THE BOLT HEAD
IN THE SLOT.

MUST NOT TURN

SECTION X=X
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SECTION Y-Y
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MOUNTING CLAMP
FOR SOCKET OR SLIPBASE
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